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Wireless Lower Units with Additional O‑Rings
Models Affected

The following freshwater wireless trolling motor assemblies are affected:

End Item Model Part Number Description
970100020 W55 48" 12V RM
970100030 W55 54" 12V RM
970100040 W75 54" 24V RM
970100050 W75 60" 24V RM
970100060 W55 60" 12V RM
970100080 W75 48" 24V RM
970100100 FW 55WL 54" 12V
970100110 FW 75WL 48" 24V
970100120 FW 75WL 60" 24V

Lower Unit Part Number Description
897345T86 W75 FW
897345T84 W55 FW
897345T81 W75L FW
897345T93 W55L FW

Situation
Since May, 2010, three additional O‑rings have been installed in the wireless lower units to provide additional sealing capabilities.
These additional O‑rings are blue in color and are used in conjunction with the red color O‑rings.

Replacement Instructions
Refer to the appropriate service manual when servicing the lower unit. The blue and red O‑rings must be installed in the specific
location from which they were removed.
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IMPORTANT:   If, upon disassembly of a wireless lower unit, it is determined that there are no blue O‑rings used in conjunction
with red O‑rings, do not install blue O‑rings. It has been previously determined that the existing O‑rings are providing the sealing
protection required.

a - Blue O‑ring (0.067–0.073 in. thickness)
b - Red O‑ring (0.100–0.106 in. thickness)

Parts Required
O‑Ring Part Number Description
MR21702T Blue O‑ring
MBV21701T Red O‑ring

a ab b b
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