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No. 2000-4

MerCruiser Diesel Engine Harnesses/Adapters

Models Effected
MCM/MIE 1994 and newer D4.2L

MCM/MIE 1997 and newer D2.8L - D4.2L D-Tronics

Identification of New Models (with wiring harness change)
4-4C62040ND description: MCM D4.2L

3-3C680BJND description: MIE D4.2L

4-4A72040ND description: MCM D2.8L D-Tronics

3-3A780BJND description: MIE D2.8L D-Tronics

4-4C72040ND description: MCM D4.2L D-Tronics

3-3C780BJND description: MIE D4.2L D-Tronics

All MerCruiser Diesels will now be using a 21 pin Deutsch� connector. This is the same
connector that is currently being used on the D7.3L D-Tronics and the D4.2LD. Below are
a list of all the extension harnesses, instrument harnesses and Y harnesses for new engine
installation. Also listed are adapters to convert over the currently used connectors to the new
Deutsch� connector harnesses.

New Diesel Harnesses

Instrument Harness (First and Second station) P/N 84-860618

Extension Harness 13 feet (4 meters) P/N 84-860615

Extension Harness 22 feet (7 meters) P/N 84-860616

“Y” Harness Connector P/N 84-860617

Adapters

Adapter Connects To Adapts To

84-860622 84-860615 or 84-860616 84-806391A 1

84-860623 84-860615 or 84-860616 84-855389

84-860624 84-806389A 2 (engine harness) 84-860615 or 84-860616

84-860625 84-855509 or 84-803626 84-860615 or 860616




